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780

Configurations

Accessories name

Brand origin

Servo motor and encoder

SANYO/ YASKAWA

Straight line rails

Taiwan HIWIN)

Switching Mode Power Supply

Taiwan Meanwell

Screen

Taiwan AUO

Frequency converter

Numerical control system

Taiwan Taiwan Delta

Taiwan TOPCON/HUST)

Bearing

Japan NSK

Reducer

Germany Twisted Carter /Taiwan Pinhong

Seat material

Keyboard

A3 steel

Logitech

Computer motherboard

Ball screw

Taiwan TOPCON

Taiwan HIWIN
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CNC-7803D Wire Bending Machine

Model

CNC-780

CNC-712

No. of axis

7

7

Wire diameter(mm)

Hard material:®3.0~¢7.0
Soft material;®3.0~®8.0

Hard material:®4.0~¢11.0
Soft material:®4.0~$12.0

No. of wire feeding wheel 3 pairs 3 pairs

_ | Wire Feeding 2. Tkw 4.4kw
Wire Turning 2.Tkw 2. Tkw

Wire Cuter 2.Tkw 4.4kw

Motor Angle Control 2.7kw 2.Tkw
Plate Control 2. Tkw 4.4kw

Lift Control 2. 7Tkw 4.4kw

Pallet Control 2.Tkw 2.Tkw

Weight of Machine(kg) 3500 4600

Machine dimension(mm)

38007200071650

38007200071650
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Model CNC-8480
Grey/Blue
Color (custO;ﬂiZEd)

Diameter of the steel wire(mm)

Hard material:$3.0 ~¢ 6.0
Soft material:®3.0 ~ ¢8.0

Number of axes 4
Number of the wire feed wheel 3 pairs
Wire feeding 2.TKW
S Wire cutting 1.0KW
IRRRE Moving 1.0KW
Angle controller 1.5KW
Main Mac“hine{L'W'H)[mm) 2250*1100*1720
500

Net Weight of Machine (kg)

8480
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8580

Model CNC-8580
Grey/Blue
Color (customized)

Diameter of the

hard material:®3.0 ~® 6.0
8.

steel wire(mm) soft material:®3.0 ~ ¢8.0
Number of axes 5
Number of the .
wire feed wheel 3 pairs
Wire feeding 3.5KW
Turning 2.TKW
Servo Cutting 1.0KW
motor
Moving 1.0KW
Angle controller 2.0KW
Main Machine(L*W*H)({mm) 251071400%1600
Net Weight of Machine (kg) 2200
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Camless Spring Machine

The unique cam-free and rocker-free design,individually
controlled by many servo motors, can produce a variety of
special-shaped spring, compression spring,double torsion
spring, battery spring,flat spring(clockwork spring) and

various wires molding and others. Precision accurate,debug

machine quickly,stable and reliable.

Model CNC-1225 CNC-1230 CNC-1245
Grey/Blue Grey/Blue
Color (customized) (customized) Grey/Blue
Diameter of the
steel wire(mm) ©0.5~$2.5 $1.2~93.0 ®1.5~®4.5
Total power (kw) 14.8 i1 25.8
Number of axes 12 axis 12 axis 12 axis
Number of the ) I 3 pai
wire feed wheel 3 pairs 3 pairs el
Wire feeding 2.9KW 4. 5KW 5.5KW
Servo Rotary wire 2.9KW 2.9KW 5.5KW
motor
Rotary mandrel 0.75KW 1KW 1.2KW
Curved shaft 0.T5KW 1KW 1.5KW
Knife rest of slide 0.75KW*8 1.2KW*8 1.5KW*8

Main Machine(L*"W*H)(mm) [1550*1250*1770 1650*1350*1880 | 22007176072100

Net Weight of Machine (kg) 1400 2000 3500
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Camless Spring Machine

1.Cam-free and rocker-free design(debug machine speed is more
than 50% than traditional cam machine, production speed
quickly, accurate positioning, stable operation).

2.Thewhole rolling guide can keep accuracy for long-term.

3.No ram impact machine and generate heat, composite tools to

complete all processes, low of tool wear.
4.Intelligent modules,can automatic detection and alarm.

5.Windows operating,shownin Chinese and English,easy to use.

6.1t is original creation in the domestic to use camera for take
picture to detect, and can automatically correct function,to better

improve the precision of machine!

Model CNC-1025 CNC-1125 CNC-1145
| Grey/Blue Grey}l??lue 1
Color (customized) | (customized) Grey/Blue
Diameter of the
steelwire{mm) ®0.3~®2.5 @0.3~92.5 P1.5~P4.5
Total power (kw) 10.2 10.2 20.3
Number of axes 10 axis 11 axis 11 axis
Number of the ; 1 Jsa}
wire feed wheel 2 pairs 2 pairs PRIES
Wire feeding 2. TKW 2. TKW 5.5KW
Servo | Rotarymandrel 0.75KW 0.75KW 1.2KW
motor
Curved shaft Optional 0.75KW 1.5KW
Knife rest of slide 0.75KW*8 0.75KW*8 1.5KW*8
Main Machine{L"W"H)(mm) 1300*650%1800| 1300"650%1800 1700795072100
Net Weight of Machine (kg) 900 900 1900
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CNC Camless Spring Machine

1.This machine is for camless design set up spring with high speed and accuracy And with
stable good enough.

2.Adopt Taiwan's computer control system an equipped with servo motor imported from
Japan.

3.Wire feed with the function of rotary wire so itis easy to adjust .

4.Computerinterface displayed in Chinese and English which makes the operation easy .
5.1t is suitable for producing double torsion spring, straight spring, pagoda-shaped
compression spring, rectangle spring, swirl spring and other different spring and special-

shaped spring.

Model CNC-1250 CNC-1260 CNC-1280
Col Grey/Blue Grey/Blue Grey/Blue
Qlor (customized) {customized) (customized)
Diameter of the
stesl wiretmm) 2-05 $2.8~06 ®3-08
Total power (kw) 33 41.8 61.6
Number of axes 12 axis 12 12
Number of the ) } y
wire feed wheel 3 pairs 4 pairs 4pairs
Wire feeding 7.0KW 11KW 15KW
Servo Rotary wire 7.0KW 4.5KW 4.5KW
motor
Rotary mandrel 1.5KW 2.TKW 3.4KW
Curved shaft 1.5KW 2.0KW 2.TKW
Knife rest of slide 2.0KW*8 2. TKW*8 4.5KW*8

Main Machine(L*"W*H)(mm) |230071980*2250| 3150*2550*2600 | 3150°2550°2600

Net Weight of Machine (kg) 4500 6500 6800
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5 Axis CNC Spring Machine

1.Using Taiwan imported computer control system and

servo motor,

2.The computer is in Chinses/English interface,easy to

operation,accurate positioning,the computer can

control eight servo motors,all can be synchronized or

run separately.

3.The product has a precision detection tracking m

device,it can automatically shut down if find a

substandard product.
4.The parameters such as outside diameter and angle

can be modified at any moment according to the working

8550

status displayed on the screen.
5.The mechanical automatic lubricating oil supply

design,to ensure the equipment movement for a long g . .
Model CNC-8525 CNC-8545 CNC-8550 CNC-8560

time.
) . ) . Col Grey/Blue Grey/Blue Grey/Blue Grey/Blue
6.When it has wireless,broken,wrapped wire, automatic b (customized) (customized) | (customized) | (customized)

shutdown design and wire frame automatic function to Diameter of the

steel wire(mm) ®0.3-$2.5 1.5-04.5 ©2.0-95.0 ©2.5-06.0
make production more easily and efficiently.
P y y Total power (kw) 7.15 16.6 20 20
7.The product applicable to production of twins | 1
Number of axes 5 5 5 5

torsional spring,straight shape spring,pagoda

Number of the

spring,tension spring,rectangular spring,wire wire feed wheel [ 2paies | dpales: | e | Apein
molding,steel coil spring, clockwork spring,and various Wire feeding 2.Tkw 5.5kw 7.0kw 9.0kw
special-shaped,clockwork spring,and various special- Rotary 2.7kw 2 9kw 2.9kw 9.0kw
shaped springs,complex and difficult spring. i%rtvoc: ' Cois i i g i
_ Spinner 0.75kw 1.5kw 1.5kw 1.8kw
| Camshaft 2.7kw 5.5kw 7.0kw 9.0kw

Main Machine(L"W*H)(mm) | 1700*1500*1650| 1750*1900*2100/1900*2000*2200|2700*2200*2400

Net Weight of Machine (kg) 1300 2500 3000 6000




